
Chapter 2 
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   Since Cu > 4 and Cc is between 1 and 3, the soil is well graded. 
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 Although Cu > 6, Cc is not between 1 and 3. The soil is poorly graded. 

 

 

2.3 The D10, D30, and D60 for soils A, B, and C are obtained from the grain-size 

distribution curves.  
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   Although Cu > 6, Cc is not between 1 and 3. The sand is poorly graded. 
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   Cu > 6 and Cc is between 1 and 3. The sand is well graded. 

 

 Soil C:  ;
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   Cu > 6 and Cc is between 1 and 3. The sand is well graded. 
 

 

2.4 a. 

Sieve 

No. 

 Mass of soil retained 

on each sieve (g) 
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  The grain-size distribution is shown in the figure. 

 

 

  

 

 

 

 

 

    

       

 

 

 

 

 

 

       

             

 b. D60 = 0.4 mm; D30 = 0.2 mm; D10 = 0.095 mm 
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2.5 a. 

Sieve 

No. 

 Mass of soil retained 

on each sieve (g) 
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  The grain-size distribution is shown in the figure. 

 

  
 

 

 b. D10 = 0.13 mm; D30 = 0.3 mm; D60 = 0.9 mm  
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2.6 a. 

Sieve 

No. 

 Mass of soil retained 

on each sieve (g) 

Percent retained 
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Percent 
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  The grain-size distribution is shown in the figure. 

 

  

 
 b. D60 = 0.28 mm; D30 = 0.17 mm; D10 = 0.095 mm 
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2.7 a.  

Sieve 

No. 

 Mass of soil retained 

on each sieve (g) 

Percent retained 
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  The grain-size distribution is shown in the figure. 

 

  
   

 

 b. D10 = 0.21 mm; D30 = 0.39 mm; D60 = 0.45 mm  
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2.8 a. The grain-size distribution curve is shown in the figure 
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 b. Percent passing 2 mm = 100 GRAVEL:  100 – 100 = 0% 

  Percent passing 0.06 mm = 84 SAND:  100 – 84 = 16% 

  Percent passing 0.002 mm = 11 SILT:  84 – 11 = 73% 

     CLAY:  11 – 0 = 11% 

 
 c. Percent passing 2 mm = 100 GRAVEL:  100 – 100 = 0% 

  Percent passing 0.05 mm = 80 SAND:  100 – 80 = 20% 

  Percent passing 0.002 mm = 11 SILT:  80 – 11 = 69% 

     CLAY:  11 – 0 = 11% 

 
 d. Percent passing 2 mm = 100 GRAVEL:  100 – 100 = 0% 

  Percent passing 0.075 mm = 90 SAND:  100 – 90 = 10% 

  Percent passing 0.002 mm = 11 SILT:  90 – 11 = 79% 

     CLAY:  11 – 0 = 11% 
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2.9 a. The grain-size distribution curve is shown in the figure. 
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 b. Percent passing 2 mm = 100 GRAVEL:  100 – 100 = 0% 

  Percent passing 0.06 mm = 73 SAND:  100 – 73 = 27% 

  Percent passing 0.002 mm = 9 SILT:  73 – 9 = 64% 

     CLAY:  9 – 0 = 9% 

 
 c. Percent passing 2 mm = 100 GRAVEL:  100 – 100 = 0% 

  Percent passing 0.05 mm = 68 SAND:  100 – 68 = 32% 

  Percent passing 0.002 mm = 9 SILT:  68 – 9 = 59% 

     CLAY:  9 – 0 = 9% 

 
 d. Percent passing 2 mm = 100 GRAVEL:  100 – 100 = 0% 

  Percent passing 0.075 mm = 80 SAND:  100 – 80 = 20% 

  Percent passing 0.002 mm = 9 SILT:  80 – 9 = 71% 

     CLAY:  9 – 0 = 9% 
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2.10  a. The grain-size distribution curve is shown in the figure. 

 

 
1 0.1 0.01 0.001

Grain Size (mm)

0

20

40

60

80

100

P
e
rc
e
n
t 
F
in
e
r

 

 
 

 b. Percent passing 2 mm = 100 GRAVEL:  100 – 100 = 0% 

  Percent passing 0.06 mm = 30 SAND:  100 – 30 = 70% 

  Percent passing 0.002 mm = 5 SILT:  30 – 5 = 25% 

     CLAY:  5 – 0 = 5% 

 
 c. Percent passing 2 mm = 100 GRAVEL:  100 – 100 = 0% 

  Percent passing 0.05 mm = 28 SAND:  100 – 28 = 72% 

  Percent passing 0.002 mm = 5 SILT:  28 – 5 = 23% 

     CLAY:  5 – 0 = 5% 

 
 d. Percent passing 2 mm = 100 GRAVEL:  100 – 100 = 0% 

  Percent passing 0.075 mm = 34 SAND:  100 – 34 = 66% 

  Percent passing 0.002 mm = 5 SILT:  34 – 5 = 29% 

     CLAY:  5 – 0 = 5% 

 

  

 Grain size (mm) 

https://ebookyab.ir/solution-manual-principles-of-geotechnical-engineering-braja-das/
Email: ebookyab.ir@gmail.com, Phone:+989359542944 (Telegram, WhatsApp, Eitaa)

https://ebookyab.ir/solution-manual-principles-of-geotechnical-engineering-braja-das/


2.11 a. The grain-size distribution curve is shown in the figure. 
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 b. Percent passing 2 mm = 100 GRAVEL:  100 – 100 = 0% 

  Percent passing 0.06 mm = 65 SAND:  100 – 65 = 35% 

  Percent passing 0.002 mm = 35 SILT:  65 – 35 = 30% 

     CLAY:  35 – 0 = 35% 

 
 c. Percent passing 2 mm = 100 GRAVEL:  100 – 100 = 0% 

  Percent passing 0.05 mm = 62 SAND:  100 – 62 = 38% 

  Percent passing 0.002 mm = 35 SILT:  62 – 35 = 27% 

     CLAY:  35 – 0 = 35% 

 
 d. Percent passing 2 mm = 100 GRAVEL:  100 – 100 = 0% 

  Percent passing 0.075 mm = 70 SAND:  100 – 70 = 30% 

  Percent passing 0.002 mm = 35 SILT:  70 – 35 = 35% 

     CLAY:  35 – 0 = 35% 

 

  

 Grain size (mm) 
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2.12 a. The grain-size distribution curve is shown in the figure. 
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 b. Percent passing 2 mm = 100 GRAVEL:  100 – 100 = 0% 

  Percent passing 0.06 mm = 96 SAND:  100 – 96 = 4% 

  Percent passing 0.002 mm = 42 SILT:  96 – 42 = 54% 

     CLAY:  42 – 0 = 42% 

 
 c. Percent passing 2 mm = 100 GRAVEL:  100 – 100 = 0% 

  Percent passing 0.05 mm = 95 SAND:  100 – 95 = 5% 

  Percent passing 0.002 mm = 42 SILT:  95 – 42 = 53% 

     CLAY:  42 – 0 = 42% 

 
 d. Percent passing 2 mm = 100 GRAVEL:  100 – 100 = 0% 

  Percent passing 0.075 mm = 97 SAND:  100 – 97 = 3% 

  Percent passing 0.002 mm = 42 SILT:  97 – 42 = 55% 

     CLAY:  42 – 0 = 42% 

 

  

 Grain size (mm) 
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2.13 a. The grain-size distribution curve is shown below. 
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 b. Percent passing 2 mm = 100 GRAVEL:  100 – 100 = 0% 

  Percent passing 0.06 mm = 84 SAND:  100 – 84 = 16% 

  Percent passing 0.002 mm = 28 SILT:  84 – 28 = 56% 

     CLAY:  28 – 0 = 28% 

 
 c. Percent passing 2 mm = 100 GRAVEL:  100 – 100 = 0% 

  Percent passing 0.05 mm = 83 SAND:  100 – 83 = 17% 

  Percent passing 0.002 mm = 28 SILT:  83 – 28 = 55% 

     CLAY:  28 – 0 = 28% 

 
 d. Percent passing 2 mm = 100 GRAVEL:  100 – 100 = 0% 

  Percent passing 0.075 mm = 90 SAND:  100 – 90 = 10% 

  Percent passing 0.002 mm = 28 SILT:  90 – 28 = 62% 

     CLAY:  28 – 0 = 28% 

 

 

 

2.14 Gs = 2.65; temperature = 26°C; time = 45 min.; L = 10.4 cm. 
 

 Eq. (2.6):  
(min) 

(cm) 
(mm) 

t

L
KD =  

 

 Grain size (mm) 

https://ebookyab.ir/solution-manual-principles-of-geotechnical-engineering-braja-das/
Email: ebookyab.ir@gmail.com, Phone:+989359542944 (Telegram, WhatsApp, Eitaa)

https://ebookyab.ir/solution-manual-principles-of-geotechnical-engineering-braja-das/

	Das_PoGE_9e_ISM_FM
	1 ISM Cover Page Template
	2 ISM Copyright Page Updated 9-18-14
	3 ISM Title Page Template
	4 ISM Table of Contents Template

	Das_PoGE_9e_ISM_Ch_02
	Das_PoGE_9e_ISM_Ch_03
	Das_PoGE_9e_ISM_Ch_04
	Das_PoGE_9e_ISM_Ch_05
	Das_PoGE_9e_ISM_Ch_06
	Das_PoGE_9e_ISM_Ch_07
	Das_PoGE_9e_ISM_Ch_08
	Das_PoGE_9e_ISM_Ch_09
	Das_PoGE_9e_ISM_Ch_10
	Das_PoGE_9e_ISM_Ch_11
	Das_PoGE_9e_ISM_Ch_12
	Das_PoGE_9e_ISM_Ch_13
	Das_PoGE_9e_ISM_Ch_14
	Das_PoGE_9e_ISM_Ch_15
	Das_PoGE_9e_ISM_Ch_16
	Das_PoGE_9e_ISM_Ch_17

